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PU FLOOR FINISH 
EXCELLENT ADHESION | HIGH ABRASION RESISTANCE |  

FAST DRYING 
 

AIR-DRYING | EASY TO CLEAN | 

WEAR RESISTANT FLOOR COATING 

 

 
 

 

PRODUCT INFORMATION 

Binder Acrylic-Polyurethane dispersion 

Density 1.25 kilograms per liter (depending on the color) 

Spreading rate 
Approximately 6 m² per ¼ gallon depending on the porosity 
and surface of the substrate 

Shelf life 
18 Months in unopened packaging; Keep cool and dry 
during storage 

Storage 
Store in original packaging; Press the lid closed firmly, so it 
forms an airtight seal; Store between 5°C and 30 °C  

 

APPLICATION DETAILS 

Application 
methods 

Synthetic brush; Nap (felt) roller;  
Stir thoroughly before and occasionally during use 
1. PU Floor Finish as a base coat, diluted with water up to a maximum 
of 10% 
2. Apply PU Floor Finish as a top coat, undiluted and saturated, one to 
two times 

Drying properties  

Dust dry after less than 1 hour 

Recoat able after approximately 5 hours 

Drying time depends on temperature, humidity, ventilation and applied 
film thickness 

Temperature 8 - 40°C and relative humidity < 85% 
Moisture content of the surface < 10% 

To prevent condensation, surface temperature must be at least 3°C 
above the dewpoint  

Conditions during 
application 

Not to be applied in full sun 

Dilution   
If the product is too viscous, dilute with water, up to 3% by 
weight 

Cleaning 
equipment 

Wash paint tools in water immediately after use 

 

Use Indoor; Outdoor 

Gloss Satin 

Base - 

Color 
White; Black; Anthracite; Red-
Brown 

Sizes 2.5 L 

Suitable 

Unpainted Concrete; Painted 
Concrete; New Concrete; Old 
Concrete; Unpainted Wood; 
Painted Wood (not suitable for 
stagnant water) 
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SYSTEMS 

Pre-treatment 
• Remove any grease and oil, paint drops, taping compounds, caulk or 

other surface contaminants 

• Scrub with GLOBAL PAINT ALL CLEAN and rinse thoroughly with clean 
water 

• Surface must be dry, with good adhesive properties, absorbent, 
neutral, clean, free of residue, dust, dirt and grease, cracks, mold and 
fungi  

• Surface must be clean, dry, and sound 
• Mechanically roughen new or untreated cement screeds using rotary 

wire brushes and make dust-free 
• Shot blast or sand concrete surfaces using a diamond grinder 
• Pre-treat slightly absorbent surfaces with PU FLOOR FINISH diluted 

with 5% water 
• Pre-treat highly absorbent surfaces with PU FLOOR FINISH diluted 

with 10% water 

• Treat uncoated wood with universal primer; Allow primer to dry 
completely before proceeding   

 
 


